
 
 

General Technical Rider 
 
Stage and rigging requirements 

●​ Minimum 10m x 10m flat performance space covered with black dance 
floor 

●​ One central rigging point at a minimum 6m (7m is ideal) height 
○​ minimum of 300kg weight load 

●​ One to two rigging points for a longe system 
○​ Central rigging point can be reused if two additional rigging points 

are not available 
○​ minimum 4m apart 
○​  150 kg weight load 

●​ One to ideally two floor rigging points on one side of the performance 
space 

○​ Minimum 300 kg weight load 
○​ Minimum 3m apart 

●​ Two tables or large Racks 
○​ Minimum 1x1m for live electronic music set up 
○​ One that fits the dimensions of an on stage light console 

●​ One chair 
 
Audience 

●​ Minimum 50 spectators from which 11 people will get to participate 
●​ All ages 
●​ Participation 14+ 
●​ Warnings: pitch dark and blinking lights 
●​ Any abilities welcome, after taking all warnings into consideration, 

optionally being accompanied by someone 
 
Sound 

●​ 3 channel DI-box with cables (XLR and 6,3 Jack) 
●​ 6 channel mixer, if not available we can provide our own 
●​ 2 handheld microphones 
●​ 2 electricity outlets 
●​ PA system (high quality subwoofers are essential) 
●​ We use our own beltpacks (2), 790-865 MHz 

 
Light 

●​ See ideal set-up below 
●​ Light console on Stage  
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WE ARE MOST WILLING TO DISCUSS NECESSARY ADAPTATIONS ACCORDING 
TO THE SPECIFIC POSSIBILITIES OF INDIVIDUAL VENUES. 

 
Ideal Set-Up 
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