
​LIMBO Sonata for Acrobatic Violinist & Acrobat​
​Technical Rider​

​Stage:​
​Stage dimensions (performance area): 6m deep x 8m wide.​
​Height clearance: 4.8m​
​Viewing: Designed for frontal viewing, in the round possible​
​Indoor or outdoor​

​Performance area must be a level, flat surface (any bumps, cracks or gaps can affect the ability to​
​perform, please consult with the artists if in doubt)​
​If outdoors, avoid direct sunlight as much as possible. Temperatures exceeding 30​​°​​C may require​
​negotiation to proceed.​

​Warm, Dry changing/warm up area for artists.​

​Audio:​
​If playing with live pianist: Grand piano if possible, or electric piano to standard PA System​
​If playing with piano recording: Access to play tracks over the PA System from a laptop, technical​
​assistance, technician to cue tracks.​

​Violin can be acoustic or with wireless violin microphone depending on the piano and performance​
​space. We can provide Rode Wireless GO and receiver. We are happy to discuss other options.​
​Because of the acrobatics involved, the pack must be very light and attach to the violin. Alternatively,​
​a drop mic is a good solution.​

​Lighting:​
​Minimal lighting, defining the performance space.​

​Stage Plot:​
​Stage completely clear aside from piano/keyboard in back corner stage right (if playing with live​
​pianist)​

​We can provide:​
​All props (cyr wheel, unicycle)​
​Mixer and microphones.​


